
SUSPENSION KIT DETAILS 

SK: 36", 48", 72" 

NON-FEED SIDE ASSEMBLY FEED SIDE ASSEMBLY 

1/4-20 ROD/STUD 
(BY OTHERS) 

TOP FITTING 

-----i 
TWO PIECE ---� 

CABLE COUPLER 

SS 3/64" CABLE ------------11 
(SPECIFY LENGTH) 

BOTTOM FITTING GRIPPER 

2" ESCUTCHEON 

SHIPPED PRE-ATTACHED 

TO FIXTURE 

/ 

-- LOCKNUT 

*Note: Any fixture over 8' will have a
3rd non-feed suspension point. 

*Custom Cable Lengths Available

1/4"-20 x 3/4" STUD 

TOP FITTING 
TWO PIECE-----<-:-

CABLE COUPLER 

SS 3/64" CABLE ------------1 
(SPECIFY LENGTH) 

BOTTOM FITTING GRIPPER ------<==> 

IVl-----18/5 POWER CORD 
FOR INTEGRAL DRIVER 

18/3 POWER CORD 
FOR REMOTE DRIVER 

5"CANOPY 

STRAIN RELIEF BUSHING 

SHIPPED PRE-ATTACHED 

TO FIXTURE 

�e,::::;;11--------LOCKNUT 
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